
S E T  Y O U R  M U S I C  F R E E ™

S X  S E R I E S
VSSL introduces the latest in-home audio enjoyment with the SX series - a wireless 5.1-channel 
configuration uti l izing the latest technology in audio to bring your TV and music to l ife.  The SX 
Series is designed to bring the movie theater and music concert experience directly to your 
home. The system is sleek and powerful - with a soundbar, subwoofer,  and 2 surround sound 
speakers enveloping you in your sound experience. Although this system is made to seamlessly 
work together - the SX speakers, subwoofer,  and soundbar can also be uti l ized individually.  
The SX Series uti l izes many of the other features of our VSSL devices - such as Airplay 2 and 
Siri ,  Chromecast Built-In and Google Assistant,  Spotify Connect, Bluetooth; and more!

S E R I E S
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SXSPKR

Amplifier:
Speakers:
Woofers:

System Requirements:

Wireless Connectivity:

Equalization:
Ethernet Ports:

Built-in IR:

(3) Class-D digital amplifiers
(3) Wide dispersion BMR drivers
(2) Active down-firing woofers
TV with HDMI ARC or optical digital
audio output, broadband internet,
and the VSSL app
Connects to WiFi network with any 
802.11 b/g/n, 2.4GHz broadcast-capable
router
Basic EQ settings
(2) 10/100 Mbps Ethernet ports (optional)
Learns volume commands for any IR remote

Room Correction:

Power Supply:

Weight:
Dimensions:

Operating Temperature:
Multiple Orientations:

Control:

Dynamically tunes the soundbar to the 
unique acoustics of the room area
(iOS device required)
Auto-switching 100-240V ~50-60Hz 2 A AC
universal input
18.2lbs
L: 42.00” (1067mm) x W: 6.06” (154mm) x
H: 3.30” (84mm)
32° to 104°F (0°-40° C)
Tabletop placement (built-in rubber feet)
or wall mounted (mount included)
Use your TV remote or the VSSL app

Speaker:
Woofer:

Stereo Pair:

Group Audio:

Home Theater:

Stream:

Voice:
Wireless Connectivity:

Equalization:
Ethernet Ports:
Power Supply:

Weight:
Dimensions:

Operating Temperature:
Multiple Orientations:

Wide dispersion BMR
4” Active down-firing
Turn two speakers into separate left
and right channel speakers
Combine up to 8 speakers + subs for a single
zone of audio
Add two or four SX Speakers as surrounds
to an SX soundbar
Compatible with Airplay 2. Google Cast,
and Spotify Connect
Compatible with Siri and Google Assistant
Connects to WiFi network with any 
802.11 a/b/g/n, 2.4 or 5GHz 
broadcast-capable router
Basic EQ settings
(2) 10/100 Mbps Ethernet ports (optional)
Auto-switching 100-240V ~50-60Hz 60W
4.6lbs
H: 7.95” (202mm) x W: 5.70” (145mm) x 
D: 5.86” (149mm)
32° to 104°F (0°-40° C)
Tabletop or wall mounted with 0.25”-20
thread universal mount

SXS UB
Amplifier:

Woofer:
Dual Acoustic Ports:

Freq. Response:
All Digital Sound:

Equalization:
Wireless Connectivity:

Power Supply:

Weight:
Dimensions:

Operating Temperature:
Multiple Orientations:

Class-D digital amplifier
10” Honeycomb
Tuned to enhance subwoofer performance
25Hz
All filter settings, active EQ, and time
alignment are done digitally through
DSP circuitry for zero-loss audio quality 
and energy
Basic EQ settings
Connects to any SX Soundbar or SX Speaker
Auto-switching 100-240V ~50-60Hz 2 A AC
universal input
29.8lbs
L: 21.65” (550mm) x W: 16.96” (431mm) x
H: 4.37” (111mm)
32° to 104°F (0°-40° C)
Upright in stand (included) or
lay flat (built-in rubber feet)

SXBAR


